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/PROPOSED CONCRETE SIDEWALK 25 /

S=0.02

CLASS 2 AB. /

#4 DOWEL,

EX. CURB & GUTTER

7" LONG @ 24" O.C.

DRILL HOLES, BLOW CLEAN,
AND SET DOWELS IN EPOXY

NOTES:

1. WHERE A NEW DRIVEWAY OCCURS, REPLACE EXISTING CURB AND GUTTER
BETWEEN THE NEAREST JOINTS AND POUR CURB AND DRIVEWAY
MONOLITHICALLY.

2. IF THE REAR FACE OF THE DRIVEWAY CURB DEPRESSION IS NOT AT
LEAST 6 INCHES IN DEPTH, REMOVE AND REPLACE THE CURB
DEPRESSION WITH A STANDARD MONOLITHIC DRIVEWAY.

3. WHERE IT BECOMES NECESSARY FOR ANY REASON TO REPLACE CURB
AND/OR GUTTER, REPLACEMENT MUST BE MONOLITHIC.

4. |F TOP OF EXISTING CURB DOES NOT DRAIN TOWARDS THE STREET,
REMOVE CURB AND GUTTER AND REPLACE WITH MONOLITHIC CURB,
GUTTER, AND SIDEWALK.

DRAWN BY: M. LEE

SIDEWALK TO CURB
CHECKEDBY: S, THACH
APPROVED BY: T. SUPAN CONNECTION
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